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Step 4. Click <Step1> sheet, and then choose <Install to System Root> and <Start 
drive on boot> options. When done, click <Install Drive> button. 

 

Step 5. Click <Step2b> sheet. Click <Drive> to assign each partition a drive. 

 

Step 6. Click <Step1> sheet, and then choose <Install to System Root> and <Start 
drive on boot> options. When done, click <Install Drive> button. After the 
assignments are made, click <Save Assignments> button. 

Step 7. Click <Step1> sheet, and then choose <Install to System Root> and <Start 
drive on boot> options. When done, click <Install Drive> button. Click 
<Step3> sheet. Then click <Start Drive> button. 
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Step 8. Click <Step1> sheet, and then choose <Install to System Root> and <Start 
drive on boot> options. When done, click <Install Drive> button. After last 
step is done, reboot the PC for the changes to take effect. The HDD will be 
added into your PC’s database after rebooting. 

Start Playing the *.drv file 
After the HDD being added into your PC’s database , you can now use the SpecoPlayer to 
play the *drv file in your HDD. Please referring to the steps below: 

Step 1. You can find the SpecoPlayer in the CD that ship with the package, start it 
and push the “PLAY” button on the upside of the frame. 

Step 2. Click the “Open Device” button (as below picture), then choose the HDD 
Drive that you just assigned. 

 
Figure 1: Select the Drive  

 

Step 3. After choosing the HDD Drive , choose the video file that you want to use. 
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Step 4. Click the “Playback” to play the video directly or “Export” if you want to 
save the *drv file into your PC.  

 
Figure 2: Select the file you want to use 
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Appendix H: IR Remote 
An IR Remote will be included in the content box and deliver to you with your DVR-4TH/ 
8TH/ 16TH series unit. The keys on the IR Remote are listed as below figure: 
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The keys of the remote control function as the keys of the front panel of the DVR. The only 
difference between the remote control and the front panel keys is the “DVR SEL” key. The 
DVR Selection key is used to switch control between each DVR.  
 
The remote control can be used to control up to 16 DVRs. To setup the remote control, the 
first thing you need to do is to assign a unique DVR Unit ID to each DVR.  
 
Use the front panel of the DVR, and follow this path to change the DVR Unit ID, <Main 
Menu>  <System Setup>  <RS485 Setup>  <Unit ID>  
Change the DVR Unit ID to any number between 224 and 239, and exit the menu.  
 
After the DVR Unit ID is changed, you will need to setup the “DVR SEL” of the remote 
control. Press “DVR SEL”, and then press the Remote Control # immediately to select the 
DVR. For example, assuming that you have set the DVR Unit ID to 225, then you should 
press “DVR SEL”, and then press “2” immediately. Now, the remote control will only be able 
to control the specified DVR. Press “DVR SEL”, and then press the Remote control # to 
switch between DVRs.  
 
The ID Table is listed below for your reference.  

DVR Unit ID 224 225 226 227 228 229 230 231 
Remote Control # 1 2 3 4 5 6 7 8 
         
DVR Unit ID 232 233 234 235 236 237 238 239 
Remote Control # 9 10 11 12 13 14 15 16  

 
However, if you would like to escape the single DVR control mode, press “DVR SEL”, and 
then press “ESC” to do so.  
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Appendix I: ezRecord Diagram Sample 
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Appendix J: Connect to External Storage Device 
DVR-DS4TST, with the JBOD (Linear) functionality built-in, is a Network Attached Storage 
System (NAS) which is specially designed for the DVR-4TH/ 8TH/ 16TH series DVR.  
 
You SHOULD NOT remove DVR’s internal HDD or shut down the DVR-DS4TST while the 
connection is working. Below lists situations that may happen and the consequences if you 
do so. 
 
1. Situation: Remove the DVR’s internal HDD while the DVR is currently saving image 

data to the DVR-DS4TST. 
 Result: Disk error happens, and the DVR will not reboot. If you reboot the unit, 

the DVR keeps saving image data to the DVR-DS4TST. 
   
2.  Situation: Remove the DVR’s internal HDD while the DVR is currently saving image 

data to the internal HDD. 
 Result: Disk error happens. The recording stops. After rebooting, the DVR starts 

saving image data to the DVR-DS4TST. 
 

  
 




